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1 x Table Saw 1200W 

1 x Foldable extension table 

1 x Saw blade cover 

1 x Push Stick 

1 x Rip Fence 

1 x Movable fence (pre-assembled) 
1 x Mitre gauge 

1 x Saw blade key 

1 x Flange key 

1 x Saw blade (pre-assembled) 


2 x Star grip 


2 x Clamping claw 


2 x End cap 
2 x Screw 
1 x Instruction manual 


1 x Warranty certificate 
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Explanation of Symbols 


Explanation of Symbols 
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WARNING! Danger to life, risk of injury or damage to the vehicle 
may be used for non-compliance! 


Wear eye protection. 


Wear ear protection. 


Wear a dust mask. 


Wear protective gloves. 


Read through the manual carefully before you work on the power 
tool. 


Note the information about the direction of movement of the tool 
and the saw blade. 


Protection class II 


These operating instruction provide places concerning your safety 


ion! 
erattentlaa which are marked with this indication. 
A Caution! Failure to follow these instructions may cause light to medium risk 
of injury! 
F Failure to follow these instructions may cause danger to life or dan- 
4 Warning! : borate 
ger of serious injuries! 
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Introduction HS80 


I. Introduction 


Congratulations on choosing to buy a WORKZONE TITANIUM® product. 

All products brought to you by WORKZONE TITANIUM® are manufactured to the 
highest standards of performance and safety, and as part of our philosophy of cus- 
tomer service and satisfaction, are backed by our comprehensive 5 Year Warranty. 
We hope you will enjoy using your purchase for many years to come. 


Note: 

According to the applicable product liability law the manufacturer of this device is not 

liable for damages which arise on or in connection with this device in case of: 

* improper handling, 

* non-compliance with the instructions for use, 

* repairs by third party, non-authorised skilled workers, 

* installation and replacement of non-original spare parts, 

* improper use, 

* failures of the electrical system due to the non-compliance with the Australian spec- 
ifications and regulations. 


Recommendations: 

Read the entire text of the operating instructions prior to the assembly and operation 
of the device. 

These operating instructions are intended to make it easier for you to get familiar with 
your device and utilise its intended possibitities of use. 

The operating instructions contain important notes on how to work safely, properly 
and economically with your machine and how to avoid dangers, save repair costs, 
reduce downtime, and increase the reliability and working life of the machine. 

In addition to the safety regulations contained herein, you must in any case comply 
with the applicable regulations of your country with respect to the operation of the 
machine. 

Put the operating instructions in a clear plastic folder to protect them from dirt and hu- 
midity, and store them near the machine. The instructions must be read and carefully 
observed by each operator prior to starting the work. Only persons who have been 
trained in the use of the machine and have been informed on the related dangers and 
risks are allowed to use the machine. The required minimum age must be met. 

In addition to the safety notes contained in the present operating instructions and the 
special regulations of your country, the generally recognised technical rules for the 
operation of identically constructed machines must be observed. 
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Layout 


Il. Layout (Fig. 1-2) 


Table extension 
Mitre gauge 
Table insert 
Riving knife 
Saw blade cover with suction port 
Saw blade 
Saw table 
Movable fence 
Rip fence 
. Star grip 
. Locking handle 
. Height adjustment handle 
13. Angle adjusting wheel 
14. Scale for the angle adjustment 
15. ON/OFF switch 
16. Reset button 
17. Push stick 
18. Main connection 
19. Fold-out support feet 
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Suction port 
Saw blade key 
Flange key 

End caps 
Screws 

Guide tubes 
Guide sleeves 
Star grip screws 
Locknuts 
Height adjustment screw 
Knob 

Knob 

Clamping claws 
Screw 

Knurled screws 
ScrewS 

Allen screws 
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Scope of delivery/Intended use HS80 


Ill. Scope of delivery 


1 Table saw 1 Movable fence (8) 2 End caps (D) 

1 Foldable extension table 1 Mitre gauge (2) 2 Screws (E) 

1 Saw blade cover (5) 1 Saw blade key (B) 2 Clamping claws (N) 
1 Push stick (17) 1 Flange key (C) 1 Instruction manual 
1 Rip fence (9) 2 Star grip (10) 1 Warranty certificate 


Open the packaging and remove the device carefully. 

Remove the packaging material as well as the packaging and transport bracing (if 
available). 

Check that the delivery is complete. 

Check the device and accessory parts for transport damage. 

If possible, store the packaging until the warranty period has expired. 


A ATTENTION! 

The device and packaging materials are not toys! 

Children must not be allowed to play with plastic bags, film and small parts! 
There is a risk of swallowing and suffocation! 


IV. Intended use 


The table saw is designed for the slitting and cross-cutting of all types of timber, com- 
mensurate with the machine’s size. 
The machine is not to be used for cutting any type of roundwood. 


The machine is to be used only for its prescribed purpose. Any use other than that 
mentioned is considered to be a case of misuse. The user/operator and not the manu- 
facturer shall be liable for any damage or injury resulting such cases of misuse. 

The machine is to be operated only with suitable saw blades. It is prohibited to use 
any type of cutting-off wheel. To use the machine properly you must also observe 
the safety regulations, the assembly instructions and the operating instructions to be 
found in this manual. All persons who use and service the machine have to be ac- 
quainted with this manual and must be informed about its potential hazards. It is also 
imperative to observe the accident prevention regulations in force in your area. The 
same applies for the general rules of occupational health and safety. 


A, IMPORTANT! 

When using the equipment, a few safety precautions must be observed to avoid in- 
juries and damage. Please read the complete operating instructions and safety reg- 
ulations with due care. Keep this manual in a safe place, so that the information is 
available at all times. If you give the equipment to any other person, hand over these 
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HS80 Intended use/Safety regulations 


operating instructions and safety regulations as well. We cannot accept any liability 
for damage or accidents which arise due to a failure to follow these instructions and 
the safety instructions. 

The manufacturer shall not be liable for any changes made to the machine nor for any 
damage resulting from such changes. 

Even when the machine is used as prescribed it is still impossible to eliminate certain 
residual risk factors. The following hazards may arise in connection with the ma- 
chine's construction and design: 

* Contact with the saw blade in the uncovered saw zone. 

* Reaching into the running saw blade (cut injuries). 

* Kick-back of workpieces and parts of workpieces 

* Saw blade fracturing. 

* Catapulting of faulty carbide tips from the saw blade. 

* Damage to hearing if essential ear-muffs are not worn. 

* Harmful emissions of wood dust when the machine is used in closed rooms. 


A Please note that our equipment has not been designed for use in commercial, 
trade or industrial applications. Our warranty will be voided if the machine is used in 
commercial, trade or industrial businesses or for equivalent purposes. 


V. Safety regulations 


A ATTENTION! The following basic safety measures must be observed when using 
electric tools for protection against electric shock, and the risk of injury and fire. Read 
all these notices before using the electric tool and keep the safety instructions for later 
reference. 


SAFE WORK 
1. Keep the work area orderly 
- Disorder in the work area can lead to accidents. 
2. Take environmental influences into account 
- Do not expose electric tools to rain. 
- Do not use electric tools in a damp or wet environment. 
- Make sure that the work area is well-illuminated. 
- Do not use electric tools where there is a risk of fire or explosion. 
3. Protect yourself from electric shock 
- Avoid physical contact with earthed parts (e.g. pipes, radiators, electric rang- 
es, cooling units). 
4. Keep children away 
- Do not allow other persons to touch the equipment or cable, keep them away 
from your work area. 
5. Securely store unused electric tools 
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10. 


11. 


12. 


13. 


- Unused electric tools should be stored in a dry, elevated or closed location out 
of the reach of children. 

Do not overload your electric tool 

- They work better and more safely in the specified output range. 

Use the correct electric tool 

- Do not use low-output electric tools for heavy work. 

- Do not use the electric tool for purposes for which it is not intended. For ex- 
ample, do not use handheld circular saws for the cutting of branches or logs. 

- Do not use the electric tool to cut firewood. 

Wear suitable clothing 

- Donot wear wide clothing or jewellery, which can become entangled in moving 
parts. 

- When working outdoors, anti-slip footwear is recommended. 

- Tie long hair back in a hair net. 

Use protective equipment 

- Wear protective goggles. 

- Wear a mask when carrying out dust-creating work. 

Connect the dust extraction device if you will be processing wood, materi- 

als similar to wood, or plastics. 

- If connections for dust extraction and a collecting device are present, make 
sure that they are connected and used properly. 

- When processing wood, materials similar to wood, and plastics. operation in 
enclosed spaces is only permitted with the use of a suitable extraction system. 

Secure the workpiece 

- Use the clamping devices or a vice to hold the workpiece in place. In this man- 
ner, it is held more securely than with your hand. 

- An additional support is necessary for long workpieces (table, trestle, etc.) in 
order to prevent the machine from tipping over. 

- Always press the workpiece firmly against the working plate and stop in order 
to prevent bouncing and twisting of the workpiece. 

Avoid abnormal posture 

- Make sure that you have secure footing and always maintain your balance. 

- Avoid awkward hand positions in which a sudden slip could cause one or both 
hands to come into contact with the saw blade. 

Take care of your tools 

- Keep cutting tools sharp and clean in order to be able to work better and more 
safely. 

- Follow the instructions for lubrication and for tool replacement. 

- Check the connection cable of the electric tool regularly and have it replaced 
by a recognised specialist when damaged. 

- Check extension cables regularly and replace them when damaged. 

- Keep the handle dry, clean and free of oil and grease. 
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15. 


16. 


17. 


18. 


19. 


20. 


22. 


Pull the plug out of the outlet 

- Never remove loose splinters, chips or jammed wood pieces from the running 
saw blade. 

- During non-use of the electric tool or prior to maintenance and when replacing 
tools such as saw blades, bits, milling heads. 

- When the saw blade is blocked due to abnormal feed force during cutting, turn 
the machine off and disconnect it from power supply. Remove the work piece 
and ensure that the saw blade runs free. Turn the machine on and start new 
cutting operation with reduced feed force. 

Do not leave a tool key inserted 

- Before switching on, make sure that keys and adjusting tools are removed. 

Avoid inadvertent starting 

- Make sure that the switch is switched off when plugging the plug into an outlet. 

Use extension cables for outdoors 

- Only use approved and appropriately identified extension cables for use out- 
doors. 

- Only use cable reels in the unrolled state. 

Remain attentive 

- Pay attention to what you are doing. Remain sensible when working. Do not 
use the electric tool when you are distracted. 

Check the electric tool for potential damage 

- Protective devices and other parts must be carefully inspected to ensure that 
they are fault-free and function as intended prior to continued use of the elec- 
tric tool. 

- Check whether the moving parts function faultlessly and do not jam or whether 
parts are damaged. All parts must be correctly mounted and all conditions 
must be fulfilled to ensure fault-free operation of the electric tool. 

- The moving protective hood may not be fixed in the open position. 

- Damaged protective devices and parts must be properly repaired or replaced 
by a recognised workshop, insofar as nothing different is specified in the op- 
erating manual. 

- Damaged switches must be replaced at a customer service workshop. 

- Do not use any faulty or damaged connection cables. 

- Donotuse any electric tool on which the switch cannot be switched on and off. 

ATTENTION! 

- Exercise elevated caution for double mitre cuts. 


. ATTENTION! 


- The use of other insertion tools and other accessories can entail a risk of 
injury. 

Have your electric tool repaired by a qualified electrician 

- This electric tool conforms to the applicable safety regulations. Repairs may 
only be performed by an electrician using original spare parts. Otherwise ac- 
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cidents can occur. 
23. Do not use the cable for purposes for which it is not intended 
- Do not use the cable to pull the plug out of the outlet. Protect the cable from 
heat, oil and sharp edges. 


ADDITIONAL SAFETY INSTRUCTIONS 
Safety precautions 

~ WARNING! Do not use damaged, cracked or deformed saw blades. 

- Replace a worn table insert. 

- Only use saw blades recommended by the manufacturer which conform to 
EN 847-1. 

A, WARNING! Keep attention when changing the saw blade.The cutting 
width is not smaller and the main blade thickness of the saw blade is not 
greater than the thickness of the riving knife! 

- Make sure that a suitable saw blade for the material to be cut is selected. 

- Wear suitable personal protective equipment. This includes: 

Hearing protection to avoid the risk of becoming hearing impaired, 
Respiratory protection to avoid the risk of inhaling harmful dust, 
Wear gloves when handling saw blades and rough materials. 

- Carry saw blades in a container whenever practical. 

- Wear goggles. Sparks generated during work or splinters, chippings and dust 
coming from the device can lead to loss of eyesight. 

- Connect a dust collecting device to the electric tool when sawing wood. The 
emission of dust is influenced, among other things, by the type of material to 
be processed, the significance of local separation (collection or source) and 
the correct setting of the hood/guide plates/guides. 

- Do not use saw blades made of high-speed alloy steel (HSS steel). 

- Intimes of non-use keep the push stick or the push block with the electrical 
power tool in its holder at all times. 


MAINTENANCE AND REPAIR 

- Pull out the mains plug for any adjustment or repair tasks. 

- The generation of noise is influenced by various factors, including the char- 
acteristics of saw blades, condition of saw blade and electric tool. Use saw 
blades which were designed for reduced noise development, insofar as possi- 
ble. Maintain the electric tool and tool attachments regularly and if necessary, 
initiate repairs in order to reduce noise. 

- Report faults on the electric tool, protective devices or the tool attachment to 
the person responsible for safety as soon as they are discovered. 
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SAFE WORK 


Use the push stick or handle with sliding wood, to pass the workpiece securely 

out off the saw blade. 

Make sure that the riving knife is always used, and set up is correctly. 

Use the upper blade guard and set it to the correct position. 

Only use saw blades for which the maximum permissible speed is not lower 

than the maximum spindle speed of table saws and which are suitable for the 

material to be cut. 

Do not cut rebates or grooves without fitting a suitable guard, e.g. a tunnel-type 

guard, over the saw table. 

Circular saws must not be used for slotting jobs (cutting grooves which end in 

the workpiece). 

When transporting the electric tool, only use the transport devices. Never use 

the protective devices for handling or transport. 

Make sure that the upper part of the saw blade is covered during transport, e.g. by the 

protective device. 

Be sure to only use spacers and spindle rings specified by the manufacturer as 

suitable for the intended purpose. 

The floor around the machine must be level, clean and free of loose particles, 

such as chips and cutting residues. 

Always stand to the side of the saw blade when working with the saw. 

Do not remove any cutting residues or other parts of workpieces from the cut- 

ting zone while the machine is running and the saw unit is not at rest. 

Make sure that the machine is always secured on a workbench or a table if at 

all possible. 

Support long workpieces (e.g. with a roller table) to prevent them sagging at 

the end of a cut. 

A, ATTENTION! Never remove loose splinters, chips or jammed pieces of 

wood while the saw blade is running. 

* Switch off the machine to troubleshoot or remove jammed pieces of wood. 
- Disconnect the main power plug - 

¢ Refitting, including adjusting and measuring works, and cleaning must be 
carried out only when the motor is switched off. - Disconnect the main pow- 
er plug - 

* Before switching on again, ensure that keys and adjustment tools have 
been removed. 


A WARNING! This electric tool generates an electromagnetic field during operation. 
This field can impair active or passive medical implants under certain conditions. In 
order to prevent the risk of serious or deadly injuries, we recommend that persons 
with medical implants consult with their physician and the manufacturer of the medical 
implant prior to operating the electric tool. 
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SAFETY INSTRUCTIONS FOR THE HANDLING OF SAW BLADES 

1. Only use insertion tools if you have mastered their use. 

2. Observe the maximum speed. The maximum speed specified on the insertion 
tool may not be exceeded. If specified, observe the speed range. 

3. Observe the motor / saw blade direction of rotation. 

4. Do not use any insertion tools with cracks. Replace cracked insertion tools. Re- 
pairs are not permitted. 

5. Clean grease, oil and water off of the clamping surfaces. 

6. Do not use any loose reducing rings or bushes for the reducing of holes on saw 
blades. 

7. Make sure that fixed reducer rings for securing the insertion tool have the same 
diameter and have at least 1/3 of the cutting diameter. 

8. Make sure that fixed reducer rings are parallel to each other. 

9. Handle insertion tool with caution. They are ideally stored in the originally pack- 
age or special containers. Wear protective gloves in order to improve grip and to 
further reduce the risk of injury. 

10. Prior to the use of insertion tools, make sure that all protective devices are prop- 
erly fastened. 

11. Prior to use, make sure that the insertion tool meets the technical requirements of 
this electric tool and is properly fastened. 

12. Only use the supplied saw blade for sawing operations in wood, materials similar 
to wood, plastics and non-ferrous metals (except for magnesium and alloys con- 
taining magnesium). 


RESIDUAL RISKS 

The machine has been built according to the state of the art and the recog- 

nised technical safety requirements. However, individual residual risks can 

arise during operation. 

* Health hazard due to electrical power, with the use of improper electrical connec- 
tion cables. 

* Furthermore, despite all precautions having been met, some non-obvious residual 
risks may still remain. 

* Residual risks can be minimised if the "safety instructions" and the "Proper use” 
are observed along with the whole of the operating instructions. 

* Do not load the machine unnecessarily: excessive pressure when sawing will quick- 
ly damage the saw blade, which results in reduced output of the machine in the 
processing and in cut precision. 

« Avoid accidental starting of the machine: the operating button may not be pressed 
when inserting the plug in an outlet. 

* Use the tool that is recommended in this manual. In doing so, your saw provides 
optimal performance. 

* Hands may never enter the processing zone when the machine is in operation. Re- 


18 AFTER SALES SUPPORT 
! support@scheppach.com.au @ ~s 1300 855 831 
MODEL: HS80 PRODUCT CODE: 49527 08/2017 


HS80 Safety regulations/Technical data 


lease the handle button and switch off the machine prior to any operations. 

Prior to any adjustment, maintenance or service work disconnect the mains power 
plug! 

When handling the work piece incorrectly, the rotating saw blade might cause a risk 
of injury for your hands and fingers. 

When holding or guiding the work piece incorrectly (e.g. when working without the 
limit stop), flying work pieces can increase the risk of injury. 

Exposure to noise might increase your health risk. During operation, the admissible 
noise level is exceeded. Thus, wear personal protective equipment such as ear 
protection at all times. 

Defective saw blades can cause injuries. Check the saw blade regularly and before 
each use for intactness. 

When using optional accessories, always read and observe the enclosed operating 


instructions carefully. 


VI. Technical data 


AC motor 230 - 240 V~ 50Hz 
Performance 1200 Watt 
Operating mode $1 
No Load speed 4800 min' 
Hard-metal blade ® 210 x @ 30x 2.6 mm 
Number of teeth 24 
Forward speed 52.78 m/min 
Thickness riving knife 2.0 mm 
Minimum size work piece WxLxH 10 x 50x 1mm 
Table size 525 x 400 mm 
Table size width extension 525 x 470 mm 
max. table size 525 x 625 mm 
Cutting height max. 90° 48 mm 
Cutting height max. 45° 45 mm 
Saw blade swivel 0 - 45° at left 
Suction port 635mm 
Weight approx. 15 kg 


Dimensions machine (table extended) WxLxH 


625 x 575 x 435 mm 
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* Operating mode S1: -Continuous duty- The motor works at a constant load for enough time 
to reach temperature equilibrium. 


NOISE VALUES 
The total noise values determined in accordance with EN 61029. 


Sound pressure level Lp 93.2 dB(A) 
Uncertainty Kpa 3 dB 
Sound power level Lwa 106.2 dB(A) 
Uncertainty Kya 3 dB 


Wear hearing protection. 

The effects of noise can cause a loss of hearing. Total vibration values 

(vector sum - three directions) determined in accordance with EN 61029. 

A\ NOTE!: The indicated sound levels have been determined according to a standard- 
ized testing procedure and can be used to compare different power tools with each 
other. Furthermore, these values are suitable to evaluate the loads that sounds can 
cause for the user in advance. 


4 ATTENTION! Depending on how you will use the power tool, the actual values may 
deviate from the indicated values. Take measures to protect yourself from noise pol- 
lution. In this process it is important to take the complete sequence of operation into 
account. This also includes moments during which the power tool operates without 
load and moments during which it is turned off. Suitable measures comprise amongst 
other things regular maintenance and service of the power tool and the insertion tools, 
regular breaks and the appropriate planning of the sequences of operation. 


Vil. Before starting the equipment 


* The equipment must be set up where it can stand securely, i.e. it should be bolted 
to a workbench, a universal base frame or similar. 

* All covers and safety devices have to be properly fitted before the equipment is 
switched on. 

* It must be possible for the blade to run freely. 

* When working with wood that has been processed before, watch out for foreign 
bodies such as nails or screws, etc. 

* Before you press the ON/OFF switch (15) check that the saw blade (6) is fitted cor- 
rectly. Moving parts must run smoothly. 

* Before you connect the equipment to the power supply make sure the data on the 
rating plate are identical to the mains data. 


20 AFTER SALES SUPPORT 
&! support@scheppach.com.au @ ~s 1300 855 831 
MODEL: HS80 PRODUCT CODE: 49527 08/2017 


HS80 Attachment 


VIII. Attachment 


Prepare the workplace where you intend to place the electrical power tool. Pro- 
vide enough space to ensure safe and trouble-free operation. The power tool 
is designed for working in enclosed rooms and has to be installed on level and 
firm ground. 


A IMPORTANT! Pull out the power plug before carrying out any maintenance, reset- 
ting or assembly work on the circular saw! 


« Place all parts supplied on a flat surface. Group equal parts. (Fig.2) 

* For packing-related reasons, the electrical power tool must be mounted by the op- 
erator. 

* Open the box and remove the packaging and Styrofoam parts. 

* Remove the power tool from the box and place it on the floor. 
Ensure to use a piece of cardboard as a base in order to protect the floor. 

A, NOTE!: The electrical power tool is heavy - thus two people should lift the device 

out of its packaging. 


ASSEMBLY SAW BLADE COVER FIG. 3 

In order to assemble the saw blade cover (5), place it above the riving knife (4), so 
that the screw fits into the slit of the riving knife while loosening the attached wing nut 
(Fig.3). Then, push the saw blade cover into the bottom of the opening. Tighten the 
wing nut, so that the saw blade cover sits on the saw table (7), but lifts itself, when 
the work piece is pushed towards the saw blade. Make sure that the saw blade cover 
moves back to its idle position (touching the saw table) after you have finished cutting. 
4, NOTE!: The saw blade cover (5) has to be in working position at all times in order 
to avoid contact with the saw blade. 


ASSEMBLY PARALLEL STOP FIG. 10/14 

Use the star grip screws (10) to mount the clamping claws (N) to the rip fence (9) on 
both sides. Use the clamping claws (N) to insert the rip fence (9) laterally into the saw 
table (7).(Fig.3) 

Use the star grip (10) to tighten the rip fence (9) on both sides.(Fig.14) 


ASSEMBLY MITRE GAUGE FIG. 1/9 

Insert the mitre gauge (2) into the groove on the saw table (7). Loosen the knob (M), 
adjust to the desired angle and tighten the knob (M) again. You can use the movable 
fence (8) of the rip fence (9) to improve the work piece guidance by tightening the 
movable fence (8) with the knobs (L) to the mitre gauge (2). (Fig. 9) 
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MOUNTING TABLE EXTENSION FIG. 2/5-8 

» Loosen the star grip screws (Fig.7/Pos.H) 

4 ATTENTION! Don't turn out the star grip screws too much. 

* Insert the end caps (D) into the guide tubes (F) of the table extension as shown in 
Fig.5. Now insert the guide tubes (F) of the table extension (1) into the guide sleeves 
(G) (see Fig. 4/6) 

» Fix the table extention with the screws (E) as shown in Fig. 6 

¢ Fully pull out the table extension and fix with the star grip screws (H) 

* Now fold the feet of the extension to the outside 

* Align the table extension to the table saw horizontal (Fig.8) 

For this, loosen the locknuts (J) and set the height adjustment screw (K) accord- 
ingly. Then tighten the locknuts (J) again. 

* Table extension not in use: 

- Loosen the star grip screws (H) 
- Fold the feet inwards 
- Insert the table extension (1) and fix it by using the star grip screws (H) 


MOUNTING SUCTION FIG. 1/2 
« Attach the suction hose (not included) to the suction port (A) on the back side of the 
machine (Fig.1) and on the guard (Fig.2). 


IX. Using the saw 


ON/OFF SWITCH (FIG. 1 POS.15) 
- Press the green pushbutton 'I' to switch the saw on. 
- Press the red pushbutton '0' to switch the saw off. 


ADJUSTING THE CUTTING HEIGHT FIG. 11 

The saw blade has to be adjusted in such a way that the top of the highest saw tooth 
is slightly higher than the work piece. 

The saw blade (6) can be adjusted to the intended cutting height by rotating the height 
adjustment handle (12). Rotating counter clockwise enlarges the cutting height, rotat- 
ing clockwise reduces the cutting height. 


ADJUSTING THE ANGLE OF THE SAW BLADE FIG. 12 

Loosen the locking handle (11). You can adjust the saw blade (6) to the intended angle 
on the scale (14) by rotating the angle adjusting wheel (13). Tighten the locking handle 
(11) again. 
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HS80 Using the saw/Operation 


CALIBRATING THE ANGLE OF THE SAW BLADE. FIG. 13 

A ATTENTION! Pull out the main plug 

The scale (14) can be calibrated during the examination of the angular accuracy of 
the saw. Adjust the saw blade (6) at the very top - make sure to have a right angle to 
the saw blade (6). Adjust the angle adjusting wheel (13) in a way that the saw blade 
(6) is parallel to the angle. Adjust the pointer to an angle of 0° by using the screw (P). 


X. Operation 


WORKING INSTRUCTIONS 

+ After each new adjustment it is advisable to carry out a trial cut in order to check the 
set dimensions. After switching on the saw, wait for the blade to reach its maximum 
speed of rotation before commencing with the cut. 

* Secure long workpieces against falling off at the end of the cut (e.g. with a roller 
stand etc.) 

* Take extra care when starting the cut! 

« Never use the equipment without the suction function. 

* Regularly check and clean the suction channels. 

Suitability of the saw blades: 

- 24 teeth: soft materials, large chip depth, coarse cut profile 

- 48 teeth: hard materials, small chip depth, fine cut 

profile 


OVERLOAD PROTECTION 

* This electrical power tool is provided with an overload protection. If the overload 
protection has been initiated, proceed as follows: 

* Disconnect the power tool from the power supply. 

Allow the power tool to coo! down. 

* Check the power tool carefully for possible damages. 

* Have damages repaired before re-starting the power tool. 

* Connect the power tool to the power supply. 

* Push the reset button (16). 

* Turn on the power tool as described and put it into operation. 


WORKING WITH THE RIP FENCE FIG. 14/15 
The movable fence (8) has two different guide surfaces. Depending on the thickness 
of the work piece, the movable fence for thick or thin material should be used. 

- Thick material (Fig. 14) 

- Thin material (Fig. 15) 
Loosen both knurled screws (Q) and pull off the movable fence (8) to it. Reattach the 
movable fence as required by the locating heights and tighten both knurled screws 
(Q). 
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Operation HS80 


WORKING ON SAWING MACHINES 

Cutting broad work pieces, Fig. 21 

Broadness of the processed work piece: more than 120 mm 

Tool: circular saw blade for a parallel cut 

Process: Adjust the parallel stop according to the intended broadness of the work 
piece. Ensure safe and best possible positioning of the hands. In case that narrow 
work pieces are detached during the cutting process, always use the push stick (17) 
in the area of the saw blade. If there is danger that the work piece jams between the 
saw blade, riving knife and parallel stop, switch off the machine and move the parallel 
stop back to the centre of the saw blade or use a short auxiliary stop. 

A NOTE!: In all our figures, the saw blade cover is only slightly indicated (or left out 
completely in individual cases) which allows a better demonstration of the processes 
or the equipment. The upper suction hood is necessary to perform the shown pro- 
cesses! 


Cutting narrow work pieces, Fig. 22/26/28 

Broadness of the processed work piece: below 120 mm 

Tool: circular saw blade for a parallel cut 

Process: Adjust the parallel stop according to the intended broadness of the work 
piece. Move the work piece forward with both hands, use the push stick in the saw 
blade area and move the work piece until it passes the push stick. When working with 
short work pieces, use the push stick for the complete moving process. 


CUTTING EDGES AND BORDERS, FIG. 23 

Process: Mount the parallel stop with low contact surface or use the auxiliary stop. 
Use the push stick to move the work piece forward until the end of the work piece is 
tocated in the push stick's area. Longer work pieces can be secured against tilting 
towards the end of the cutting process by using a table extension. 

4X NOTE!: Equipment that requires a connection to parts of the power tool should 
be fastened with screws as screw clamps can only create temporary connections on 
nachines. 


CROSS CUTTING NARROW WORK PIECES FIG. 24 

4\ NOTE!: For cross cutting narrow work pieces we recommend you to use a buffer 
strip which is not included in delivery. 

Tool: fine-toothed cross-section blade 

Process: Adjust the buffer strip in a way that the work piece sections cannot touch 
the ascending part of the saw blade. Use the lateral stop unit or the cross lateral push- 
er to supply work pieces. 

Do not use your hands to remove scrap pieces from the work piece area. 
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HS80 Operation 


PARALLEL CUTS 

Always use the parallel stop for performing parallel cuts. 

The rip fence (9) can be fastened on both sides of the saw table (7). 

Loosen the star grip (10). 

In order to use the scale, move the stop towards the saw blade and measure the 
dimension on the scale. Then, move the stop away from the saw blade. The dimen- 
sional difference is identical with the cutting width. In order to guarantee a precise 
measurement, it is necessary to cut a test piece, to measure the work piece and to 
adjust the stop. 

Move the rip fence (9) to the intended position. 

Fasten the two star grip (10). 


A, WARNINGI!: The parallel stop has to be adjusted parallel to the saw blade. Check 
the alignment and ensure that the parallel stop is held firmly regularly and especially 
during use and when it is not used for a longer period of time. If necessary, re-tighten 
the screw and adjust the parallel stop. Vibrations can cause loose screws and a relo- 
cation of the parallel stop. 


CROSS SECTIONS 

Always use the mitre gauge (2) to perform angle cuts. 

4 NOTE!: When cutting wider or broader work pieces, additionally use the movable 
fence (8) which helps you to guide the work piece safely. 

+ Move the mitre gauge (2) into the groove of the saw table (7). 

* Loosen the knob (M) on the mitre gauge. 

* Rotate the mitre gauge to obtain the intended angle. 

* Re-tighten the knob (M). 


A, WARNINGI: Check the alignment and ensure that the parallel stop is held firmly 
regularly and especially during use and when it is not used for a longer period of time. 
If necessary, re-tighten the screw and adjust the parallel stop. Vibrations can cause 
loose screws and a relocation of the parallel stop. 


MITRE CUTS 

A NOTE!: Basically, diagonal cuts are performed using the rip fence (9). 
* Adjust the saw blade (6) to the intended cutting angle. 

- Adjust the rip fence (9) depending on the work piece width and height. 
» Make the cut according to the work piece width. 
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Operation/Transport/Maintenance HS80 


TABLE EXTENSION 

When cutting wider work pieces, you should use the table extension (1). 
* Loosen the star grip screws (H) under the saw table (7). 

+ Pull out the table extension (1) 

* Fold out the support feet (19) 

* Re-tighten the knurled screws (H). 


Xl. Transport 


1. Turn off the power tool before any transport and disconnect it from the power 
supply. 

2. Carry the power tool with both hands; Never use the table extensions to carry the 
power tool. 

3. Protect the power tool from knocks, bumps and strong vibrations, such as during 
transport in vehicles. 

4. Secure the power tool against overturning and sliding. 

5. Never use the safety devices for handling or transporting purposes. 


XII. Maintenance 


A, WARNING! Prior to any adjustment, maintenance or service work disconnect the 
mains power plug! 


CLEANING 


4 Warning! Prior to any adjustment, maintenance or service work disconnect the mains 
power plug! 


* Keep all safety devices, air vents and the motor housing free of dirt and dust as far as 
possible. Wipe the equipment with a clean cloth or blow it down with compressed air 
at low pressure. 

e We recommend that you clean the equipment immediately after you use it. 

* Clean the equipment regularly with a damp cloth and some soft soap. Do not use clean- 
ing agents or solvents; these may be aggressive to the plastic parts in the equipment. 
Ensure that no water can get into the interior of the equipment. 

¢ In order to extend the service life of the tool, oil the rotary parts once monthly. Do not 
oil the motor. 


A. WARNING! 
Do not try to remove blockages with your hand or fingers! 


« Remove especially persistent residue in inaccessible places using compressed air 
(max. 3 bar). Wear respiratory protection to avoid inhaling dusts. 
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HS80 Maintenance 


Check the power tool and its accessories (e.g. tool adaptor) for wear and damages 
before and after each usage. If necessary replace them with new ones according to 
the instructions in this manual. When doing so, please respect the general technical 
requirements. 

Check the saw blade regularly. Use only sharpened, crack-free, not deformed saw 
blades. Use only tools that comply with the European standard EN 847-1. 

Replace a worn out stage blade immediately with a new one of the same type. 
Keep the table top free of resin at all times 


CHANGING THE SAW BLADE FIG. 16/17/18 
A Important. Pull out the power plug and wear protective gloves. 


Dismantle the saw blade guard (5). 


Loosen the screws (R) and remove the cover. 

Remove the table insert (3) by undoing the countersunk head screws. 

Undo the nut with the flange key (C) on the nut itself and the saw blade key (B) on the 
motor shaft to apply counterpressure. 

Important! Turn the nut in the direction of rotation of the saw blade. 

Take off the outer flange and pull the old saw blade off the inner flange by dropping 
the blade at an angle. 

Clean the saw blade flange thoroughly with a wire brush before fitting the new saw 
blade. 

Mount and fasten the new saw blade in reverse order. 

Important. Note the running direction. 

The cutting angle of the teeth must point in running direction, i.e. forwards (see 
the arrow on the saw blade cover (5). 

Refit and set the table insert (3) and the saw blade cover (5). 

Make sure that all safety devices are properly mounted and in good working condition 
before you begin working with the saw again. 


ADJUSTING THE RIVING KNIFE FIG. 18-20 


Loosen the wing nut to remove the saw blade cover (5). 

Loosen the screws (R) and remove the cover. 

Remove 8 cross-head screws and remove the table insert (3). 

Loosen the two allen screws (S). 

Adjust the riving knife (4) in such a way that the distance to the saw blade is be- 
tween 3 and 5 mm and that it runs parallel to the saw blade lengthwise. (Fig.20) 
Re-tighten both screws (S). 

The adjustment has to be checked each time after changing the saw blade. 
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Maintanance/Storage HS80 


BRUSH INSPECTION 

In case of excessive sparking, have the carbon brushes checked only by a qualified 
electrician. A IMPORTANT! The carbon brushes should not be replaced by any- 
one but a qualified electrician. 


A WARNING!: 

There are no parts inside the electrical power tool that may be repaired or maintained 
by the operator! Do not open the electrical tool! In order to have further maintenance 
work performed on the tool take it to a qualified expert! 


REPAIR 
Damages to the power tool may only be repaired by qualified electricians. 


A WARNING! 

If the main cable or its plug is damaged, it has to be replaced by a qualified electrician 
in order to avoid danger! 

A WARNING! 

Make sure that after performing cleaning and maintenance works, all protection de- 
vices (if available) are attached properly and safely. Never use the power tool without 
the protective devices! 


XIll. Storage 


Clean the electrical power tool as described in the section "Cleaning". 

Store the electrical power tool and its accessories in a dark, dry, frost-free and well 
ventilated place out of reach from children. The ideal storage temperature is between 
10 and 30°C. 

Attach the cable to the cable seat on the backside of the power tool when it is not 
used. Cover the power tool to protect it against dust and moisture. 

Keep the operating instructions with the power tool. 


A\ NOTE!: Observe these operating instructions to check the power tool for possible 
for wear and damage before re-using it. 
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HS80 Electrical connection 


XIV. Electrical connection 


The electrical motor installed is connected and ready for operation. The con- 

nection complies with the applicable Australian provisions. 

The customer‘s mains connection as well as the extension cable used must 

also comply with these regulations. 

* The product meets the requirements of EN 61000-3-11 and is subject to special 
connection conditions. This means that use of the product at any freely selectable 
connection point is not allowed. 

* Given unfavorable conditions in the power supply the product can cause the voltage to 
fluctuate temporarily. 

* The product is exclusively intended for use at connection points that have a contin- 
uous current-carrying capacity of at least 100 Amper phase. 

* As the user, you are required to ensure, in consultation with your electric power 
company if necessary, that the connection point at which you wish to operate the 
product meets the specified requirements. 


Important information 
In the event of an overloading the motor will switch itself off. After a cool-down period 
(time varies) the motor can be switched back on again. 


Damaged electrical connection cable 

The insulation on electrical connection cables is often damaged. 

This may have the following causes: 

+ Passage points, where connection cables are passed through windows or doors. 

* Kinks where the connection cable has been improperly fastened or routed. 

+ Places where the connection cables have been cut due to being driven over. 

* Insulation damage due to being ripped out of the wall outlet. 

* Cracks due to the insulation ageing. 

Such damaged electrical connection cables must not be used and are life-threatening 
due to the insulation damage. 

Check the electrical connection cables for damage regularly. Make sure that the con- 
nection cable does not hang on the power network during the inspection. 

Electrical connection cables must comply with the applicable Australian standards and 
must be correctly marked. Only use connection cables with the marking "HO5VV-F". 
The printing of the type designation on the connection cable is mandatory. 


AC motor 

* The mains voltage must be 230-240 V~ 

* Extension cables up to 25 m long must have a cross-section of 1.5 mm. 

Connect the machine to a properly installed protective contact socket, with at least 
16A circuit breaker. 
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Electrical connection/ Disposal and recycling HS80 


Connections and repairs of electrical equipment may only be carried out by an elec- 
trician. 

Please provide the following information in the event of any enquiries: 

* Type of current for the motor 

* Machine data - type plate 


XV. Disposal and recycling 


The equipment is supplied in packaging to prevent it from being damaged in transit. 
The raw materials in this packaging can be reused or recycled. Never place batteries 
in your household refuse, in fire or in water. Batteries should be collected, recycled or 
disposed of by environment-friendly means. The equipment and its accessories are 
made of various types of material, such as metal and plastic. Defective components 
must be disposed of as special waste. Ask your dealer or your local council. 
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HS80 


Troubleshooting 


XVI. Troubleshooting 


Trouble 


1. Saw blade 
comes lose when 
turning off the 
engine 


Possible cause 


Fastening nut is not suffi- 
ciently tightened 


Solution 


Tighten fastening nut (right-hand 
thread) 


2. Engine cannot 
be started 


a) Breakdown of the main’s 
fuse 


a) Check main’s fuse 


b) Defective extension 
cable 


b) Replace extension cable 


c) Defective motor or 
switch connection 


Cc) Have the device checked bya 
qualified electrician 


d) Defective engine or 
switch 


d) Have the device checked by a 
qualified electrician 


3. Wrong direction 
of rotation 


a) Defective capacitor 


a) Have the device checked by a 
qualified electrician 


b) Incorrect connection 


4. Engine does 
not provide power, 
fuse is tripped 


la) Cross-section of the ex- 


| tension cable insufficient 


b) Have the polarity of the wall 
socket replaced by qualified 
electrician 

a) see Electrical connection 


b) Overload caused by a 
blunt saw blade 


b) Replace the saw blade 


5. Burn areas on 
the cut surface 


a) Blunt saw blade 


a) Sharpen or replace the saw 
blade 


b) Incorrect saw blade 


b) Replace the saw blade 
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ALDI 


WORK ZONE 
TITLoiuinn 


BENCHTOP TABLE SAW 1200W 
Warranty Details 


REGISTER YOUR PURCHASE AT www.aldi.com.au/en/about-aldi/product-registration/ TO KEEP UP-TO-DATE WITH IMPORTANT PRODUCT INFORMATION 


The product is guaranteed to be free from defects in workmanship and parts for a period 

of 60 months from the date of purchase. Defects that occur within this warranty period, 

under normal use and care, will be repaired, replaced or refunded at our discretion. 

The benefits conferred by this warranty are in addition to all rights and remedies in respect of 
the product that the consumer has under the Competition and Consumer Act 2010 and similar 
state and territory laws. 


Our goods come with guarantees that cannot be excluded under the Australian Consumer 
Law. You are entitled to a replacement or refund for a major failure and for compensation 

for any other reasonably foreseeable loss or damage. You are also entitled to have the goods 
repaired or replaced if the goods fail to be of acceptable quality and the failure 

does not amount to a major failure. 
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BENCHTOP TABLE SAW 1200W 


Repair and Refurbished Goods 
or Parts Notice 


Unfortunately, from time to time, faulty products are manufactured which need to be returned 
to the Supplier for repair. 


Please be aware that if your product is capable of retaining user-generated data (such as files 
stored on a computer hard drive, telephone numbers stored on a mobile telephone, songs 
stored on a portable media player, games saved on a games console or files stored on a USB 
memory stick) during the process of repair, some or all of your stored data may be lost. 

We recommend you Save this data elsewhere prior to sending the product for repair. 


You should also be aware that rather than repairing goods, we may replace them with 
refurbished goods of the same type or use refurbished parts in the repair process. 


Please be assured though, refurbished parts or replacements are only used where 


they 
meet ALDI’s stringent quality specifications. 


If at any time you feel your repair is being handled unsatisfactorily, you may escalate your 
complaint. Please telephone us on 1300 855 831 or write to us at: 


RossMac Pty. Ltd. 

P.O. Box 261, Essendon North, Victoria, 3041 
1300 855 831 

support@scheppach.com.au 
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ALDI guarantees that our exclusive brand products are developed to 

our stringent quality specifications. If you are not entirely satisfied with this 
product, please return it to your nearest ALDI store within 60 days from 
the date of purchase for a full refund or replacement, or take advantage of 
our after sales support by calling the supplier’s Customer Service Hotline. 


Made in China 

WORKZONE TITANIUM is a registered trademark of ALDI Stores 
DISTRIBUTED BY: 

ALDI STORES 

1 SARGENTS ROAD 

MINCHINBURY NSW 2770 

www.aldi.com.au 
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